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Total machine mass: 1010 kg

Counterweight mass: 250 kg

Max. capacity of winch (50 kg): 460 kg

Permissible windspeed: 11 m/s
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Driving will be deactivated at boomangle > 55°

Additional effects due to Pick&Carry are included
in the rated capacity
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Example: hoistweight on 3.3m, tracks and counterweight retracted
180 kg x 0,86 = 155 kg
Side (>25°): 180 kg x 0,22 =40kg



BISCHAG

GLLT - HEBT - BEWEGT
I'-’ ULE - LEVE - DEPLACE

Bau- & Industriekrane
LKW - Kranarbeiten
Spezialtransporte
Hydraulikservice
Montage- & Hebegerate
Material- & Blurocontainer
Anschlagmittelprufungen

Elektrogerateprufungen




BISCHAG

1970

UBERGABE

Die Herren Iff & Schweighauser
Ubergeben die Firma an die
langjéhrigen Mitarbeiter Beat
Henz, Marcel und Peter Iff

2007

AUSBAU

Standort Blisserach,
Buro- und Werkhalle

2018

NEUBAU

Kranhalle in Laufen

2025

GRUNDUNG

Die Herren Brotbeck, Iff und
SCHweighauser waren die
Grunder von der BISCHAG AG

2006

INTEGRATION

der MARTI + Co. Transporte

2009

NEUER STANDORT

Standortwechsel an die
Wahlenstrasse 175 in Laufen

2024

NACHFOLGE

Co-Geschaéftsfilhrung
Beat & Chantal Henz
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